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P R E M I U M  G A R A G E  D O O R S

TTime-honored style.

The Amarr Stratford collection offers traditional garage door designs  

with a wide variety of options to bring your vision to life. This durable,  

low-maintenance collection is built with quality and integrity, providing  

a statement of style and exceptional performance capability.

Long Panel design with Waterford Decratrim in Almond.

Short Panel design in Golden Oak
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Panel Designs

SP  •  SHORT PANEL

Images shown are for standard door size of 8' wide by 7' tall.  Check amarr.com for illustrations of other door sizes. 

LP  •  LONG PANEL FP  •  FLUSH PANEL* RP  •  RIBBED PANEL*

Construction Options
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Steel Exterior ST1000 Single-Layer: Steel
• 2" Door Thickness
• Meets Wind Load1 Standards for Superior Strength
• Heavy-Duty Exterior Steel Ensures Durability
• Durable, Reliable, Low Maintenance
• 15 Year Paint Finish Warranty4

• 1 Year Workmanship4/Hardware Warranty4

ST2000 Double-Layer: Steel + Insulation
• 2" Door Thickness
• 6.64 R-Value2

• Meets Wind Load1 Standards for Superior Strength
• Heavy-Duty Exterior Steel Ensures Durability
• Durable, Reliable, Low Maintenance
• Environmentally Safe Polystyrene Thermal Insulation3 

with Vinyl Backing
• Energy Efficient Construction Aids Conservation
• Quiet Operation Enhances Quality of Life
• 25 Year Paint Finish Warranty4

• 2 Year Workmanship4/Hardware Warranty4

ST3000 Triple-Layer: Steel + Insulation + Steel
• 1-3/8" Door Thickness
• 6.48 R-Value2

• Meets Wind Load1 Standards for Superior Strength
• Heavy-Duty Exterior and Interior Steel Ensures Durability
• Durable, Reliable, Low Maintenance
• Environmentally Safe Polystyrene Thermal Insulation3

• Superior Energy Efficient Construction aids Conservation
• Extra Quiet Operation Enhances Quality of Life
• Lifetime Paint Finish Warranty4

• 3 Year Workmanship4/Hardware Warranty4

Window Options

Steel doors arrive pre-painted; for custom colors, exterior latex paint must be used.  
Visit WindowWorld.com for instructions on painting. Actual paint colors may vary from samples shown.

† Only available in Amarr    
   Stratford ST3000.
*  Price upcharge applies.

Color Options
TRUE WHITE ALMOND WICKER TAN SANDTONE GOLDEN OAK* WALNUT*

MAHOGANY*TERRATONE DARK BROWN HUNTER GREEN† GRAY†

*Available in Amarr Stratford ST3000 only

SHORT PANEL

FULL SUNRAY (28)

OBSCURE (O) STOCKTON (20)

OBSCURE (O) STOCKTON (20)

PRAIRIE (21) CATHEDRAL (22) CASCADE (23)

CATHEDRAL (22) CASCADE (23)

WATERFORD (25) WAGON WHEEL (26) SUNRAY (27)

WATERFORD (25) WAGON WHEEL (26)

ARCHED THAMES (31)THAMES (30)

CLEAR (C)

FULL SUNRAY (28)

CLEAR (C)

PRAIRIE (21)

MOONLITE (24)

SUNRAY (27)

FIVE PIECE SUNRAY for 10' Door (29)*

*Available True White Only.

LONG PANEL

2 Calculated door section
R-value is in accordance
with DASMA TDS-163.

3 Insulation has passed
 self-ignition, flamespread
 and smoke developed
 index fire testing.

1 It is your responsibility to
make sure your garage door
meets local building codes.

4 For complete warranty details,
visit WindowWorld.com  

  or contact your local  
  Window World dealer.

Available with Clear or Obscure Glass.


